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SCOPE This bulletin explains the (a) purpose of 
collection system for disposal of mercury switches at 
end of life,  (b) overview of recycling options, (c) 
address for Elliott Control Company Ltd., which is 
preferred location for return of switches, (d) contact 
person and phone number for Elliott Control, and (e)  
other recycling options that are specifically identified.  
For reference, this bulletin describes the mercury 
switches used and their location in Elliott controllers. 

PURPOSE   The purpose of Elliott Control’s collection 
system is to ensure end-of-life mercury switches are 
disposed properly for protection of the environment 
and in compliance with the applicable law and 
regulations. The collection system prevents these 
switches from being disposed in landfills or incinerated.  
The plan for this collection system was implemented in 
accord with Interstate Mercury Education & Reduction 
Clearinghouse (IMERC) and IMERC member states’ 
legislation.  For more information on IMERC and 
member states” legislation see  www.newmoa.org. 

 
 
 
RETURN TO ELLIOTT CONTROL   
Please phone for return authorization including UPS 
billing information for collect charges.  Return to-. 
ELLIOTT CONTROL COMPANY, LTD 
13344 HIGHWAY 75 N 
WILLIS TX  77378 
ATTENTION:  MARIE FARMER OR JOEL STUBBS 
PHONE:  936-228-5060 
 
 
 
PLEASE NOTE for ALL RETURNS - 
- Label package “Universal Waste – Mercury Switches” 
- Make sure the package is securely closed. 
- Make sure the package is structurally sound. 

 

 

 

See Page 2 for Mercury Switches pictured  
in Elliott Control Type 230-PM Controller 

MERCURY SWITCHES USED  The switches used in 
Elliott Controllers are steel-encased, hermetically 
sealed switches, further encapsulated in insulating 
material. Four types of mercury switches are used, 
which are briefly described as ECC 102-16456-04,   
SP 1145, G5Z and G10Z, are used in Elliott controllers.  
Corresponding uses are ECC 102-16456-04 isw HV 
Auxiliary Switch on ISW, SP-1145 for control switches 
such as CSW Stop-On Control Power Switch also for 
2m/3m/4m/5m/6m Auxiliary Contacts, and either G5Z 
or G10Z for 1m Auxiliary Contact.  Please see the 
symbols on schematic diagram for your controller.   
See Page 2 of bulletin for switch locations.  
 
OVERVIEW OF RECYCLING OPTIONS  Many 
providers of Mercury Disposal Services are listed in a 
web search under Mercury Disposal.  Elliott Control 
offers no-charge disposal of mercury switches at end-
of-life in controllers. Alternately, the original 
manufacturers of mercury switches offer such services 
for the MDI SP-1145 and Durakool G5Z and G10Z.  
Only Elliott Control offers that service for ECC 102-
16456-04, since the switches are made by Elliott 
Control. 
 
 
 
ALTERNATE RETURN MDI SP-1145 
Attention Randy Brewers 
MDI Inc.  P.O. Box 710 
Edwardsburg, MI 49112 
 (269) 663-2924 
www.mdius.com 
 
 
ALTERNATE RETURN DURAKOOL G10Z  
Attention Keith Vanderbosch 
American Electronic Components Inc. 
1101 Lafayette Street 
Elkhart, IN 46515 
574-295-6330 Ext. 102 
http://www.aecsensors.com/ 
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Please see symbols 1m/2m/3m/4m/5m/6m, CSW, and 
isw on Controller Schematic Diagram. 
 
 
 
CSW Stop On Control Power Switch MDI   
One MDI TS-10 SP-1145 Mercury Switch is located on 
right side of cabinet in a sub-assembly identified as 
CSW Control Power Switch that is externally-operated 
to disconnect the 115VAC control power circuit.  One 
or more additional SP-1145 Mercury Switches  
optionally may be used in other control switches.   
Each switch is held in place with a spring-clip and tie-
wrapped in place.  The switch may be removed by 
hand from the clip when it needs replacement. 
 
 
1m & 2m/3m/4m/5m/6m Auxiliary Contacts 
One Durakool G5Z or G10Z Mercury Switch and five 
MDI TS-10 SP-1145 Mercury Switches function as 
Auxiliary Contacts for the Main Contactor and are in a 
sub-assembly on top of Main Contactor near the 
bottom of the cabinet.  All switches are within view 
when the cabinet door is opened.  Each switch is held 
in place with a spring-clip and tie-wrapped in place.  
The switch is removed from the clip when it needs 
replacing and a new switch is put in the existing clip. 
 
Interior View, Lower Area, Type 230-PM Controller 
 
 
 
isw HV Auxiliary Switch on ISW 
ECC 102-16456-04 is mechanically connected to the 
Main Isolating Switch.  It is within view when cabinet 
door is opened.  This Auxiliary Switch disconnects 
primary of CPT Control Transformer. See drawing 
102Q16456-10 for field removal and replacement 
instructions. 

 

 

 

 

 

Interior View, Right Side Wall, Type 230-PM Controller 

 


